






CU-2 
INTELLIGENT BATTERY

MANAGEMENT SYSTEM

CMH 2000
MICROLIGHTWEIGHT
HEADWORN BOOM

MICROPHONE

HW 1500
RUGGED LIGHTWEIGHT

HEADWORN BOOM
MICROPHONE

HW 1200
LIGHTWEIGHT

HEADWORN BOOM
MICROPHONE

SPECIFICATIONS
CHARGING CURRENT 1.25A
CHARGING TIME 6 hours (Ni-MH. 2700mAH)
INDICATORS Red LED charging

Green LED charging complete
POWER SUPPLY Input 90-260V AC

Output 12VDC 1.25A
DIMENSIONS L 125mm (4.93”) W 125mm (4.93”) H 63mm (2.48”)
WEIGHT 282g (9.95oz)

• Processor controlled
• Built-in active monitoring circuitry
• Pulse charging system
• Temperature sensor
• Two dedicated compartment for 

charging two CW9004-T, CW9005-T or
CW9006-T

HEADWORN MICROPHONE SPECIFICATIONS
CMH2000 HW1500 HW1200

TYPE Condenser Condenser Condenser
(Back Electret) (Back Electret) (Back Electret)

POLAR PATTERN Omni Directional Bi-Directional Cardioid
FREQUENCY RESPONSE 30Hz - 18KHz 300Hz - 5KHz 50Hz - 18KHz
IMPEDANCE 4.4K Ohms 1K Ohms 680 Ohms ± 30%
SENSITIVITY (0dB = 1V/Pa) -33dB @ 1KHz -44dB @ 1KHz -50dB @ 1KHz
WEIGHT 26gms/1oz 66gms/2.3oz gms/oz

MICROPHONES FOR CW-9004T UNIT
C310 Short Rigid Stem
C312 Semi-rigid Gooseneck
C313 Semi-rigid Gooseneck
C314 Semi-rigid Gooseneck

SPECIFICATIONS

Type Condenser (Black Electret)
Polar Pattern Cardioid
Frequency Response 50 - 18KHz
Sensitivity -47dB ± 3dB @ 1KHz (0dB = 1VPa)
S/N Ratio 64dB (A)
Connection 3 pin Tini-Q Female Plug

Product Overall Length Shaft Diameter Head Diameter
C310 100mm (3.94”) 6mm (0.24”) 12mm (0.47”)
C312-SR 200mm (7.88”) 6mm (0.24”) 12mm (0.47”)
C313-SR 300mm (11.82”) 6mm (0.24”) 12mm (0.47”)
C314-SR 400mm (15.76”) 6mm (0.24”) 12mm (0.47”)

S210-X MICROPHONE FLOOR STAND
A fixed height folding long legged stand with a diecast base
for stability and ease of transport.
Fitted with a 3 pin XLR connector at the base and 
the top, the top connector is lockable.
Specially designed for use with the CW-9006 UHF transmitter.
Overall height 1023mm (41”)

Shown with C815E

Shown with CW9006T fitted
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CW9000

UHF

MULTICHANNEL

FULL DIVERSITY

RADIO

MICROPHONE

SYSTEM

P R O F E S S I O N A L
M I C R O P H O N E
S Y S T E M S

Designed as a versatile, flexible and
easy to use multi channel system

for use in a wide range of
professional applications. Operating
in the UHF Band for resistance to

interference and using PLL
synthesised Channels for easy

selection at the diversity receiver
and transmitter.

RRM 9000/RCP 9000
Rack mount for 2 receivers and cover
panel for vacant slot

Presentation Case

As part of a continuous product improvement programme, we reserve the right to alter specifications without prior notice.

Clockaudio Ltd - Headquarters
22 Arnside Road,Waterlooville, Hampshire PO7 7UP. UK
Tel +44 (0)23 9225 1193 • Fax +44 (0)23 9225 1201
e-mail sales@clockaudio.co.uk

Clockaudio North America Inc.
2891 du Meunier, Unit 103, Vaudreuil-Dorion, Quebec J7V 8P2. Canada
Tel: (450) 424-9797 • Fax: (450) 424-3660
e-mail: info@clockaudio.com

www.clockaudio.com

CW9000T-C Interchangeable Condenser
Microphone Head 
Type Condenser (Back Electret)
Polar Diagram Cardioid
Frequency Response 60Hz - 18KHz
Impedance 400 Ohms
Sensitivity -50dB (0dB = 1VPa)

AA9000 Antenna Distribution Amplifier
Carrier frequency 470-870 MHz
Antenna inputs 2 (BNC)
Antenna outputs 4 x pairs (BNC)
Output connector isolation 24dB
Nominal cascade gain 3dB
Inline antenna power 12 Volts DC 120MA
Dimensions (W) 263mm x (H) 45mm x (D) 480mm
Weight 3Kg
Rack height 1U
Finish Satin black
Power supply 4 x 12 V DC
Mains input voltage 90-264 AC 50/60 Hz

AB9000 Antenna Booster
Carrier frequency 470-870 MHz
Antenna gain 1.8dBi
Booster gain 0dB +2/-1
Antenna coverage 360 degrees
Operating voltage 12 - 18 V DC
Inline antenna power 12 Volts DC 120MA
Dimensions (W) 77mm x (H) 65mm 
Antenna height 250mm
Weight 166g
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